
MIN:  -25°C
MAX:  70°C – 2h | 100°C – 15’

TEMPERATURES AND OPERATING TIME:

FOR STORAGE IN:

Bain-marie Steam oven FridgePantry Freezer

FOR REHEATING IN:

NO 
PVC

BPA 
FREE

Smooth vacuum bags 
for storage - TYPE 95

COMPLETE ABSENCE OF 
POLYVINYL CHLORIDE

0% BISPHENOL A AND 
PHTHALATES

100% PREMIUM 
MATERIALS

TOTAL COMPLIANCE WITH 
REGULATIONS IN FORCE

Don't throw food away, 
vacuum-pack it and support the environment
The smooth PA/PE (polyamide/polyethylene) storage bags are ideal to extend the Shelf-Life 
of any product, from the most compact to the most delicate, thanks to their oxygen- and 
water vapour-resistant barrier layer. They are suitable for use in the refrigerator, freezer and 
regeneration in water or a steam oven. They are also available in a wide range of sizes for 
every need.

Each bag is made of the highest quality polymers and the coupling of two films guarantees 
maximum vacuum strength and vacuum durability. 



PA | Barrier layer
20 MICRON

70 MICRON

PE   Layer in contact 
         with food

Film composition: 

BAGS SIZE Q.TY PER BOX

140x220 mm 1.000 

150x200 mm 1.000 

150x300 mm 1.000 

160x230 mm 1.000 

170x250 mm 1.000 

180x280 mm 1.000 

200x250 mm 1.000 

200x300 mm 1.000 

200x350 mm 1.000 

200x400 mm 1.000 

250x300 mm 1.000 

250x350 mm 1.000 

BAGS SIZE Q.TY PER BOX

250x400 mm 1.000 

250x700 mm 500 

300x400 mm 500 

300x450 mm 500 

300x500 mm 500 

350x400 mm 500 

350x450 mm 500 

350x500 mm 500 

400x500 mm 500 

400x600 mm 400 

450x600 mm 400 

500x700 mm 300 

PROPERTIES METHOD DIN UNIT VALUE

Overall thickness DIN 53370 μm 90 ± 3%

Yield load DIN ISO 527-3 ld (n/15 mm) | cd (n/15 mm) ld≥ 45 | cd≥ 35

Breaking load DIN ISO 527-3 ld (in %) | cd (in %) ld ≥ 200 | cd ≥ 250

Water vapour transmission Calculated g / m² / 24h < 4

Oxygen permeability DIN 53380-3 cm³ /(m² * 24h * atm) - (23 ±2)°c - 0 % r.f./rh < 55

Nitrogen permeability Calculated cm³ /(m² * 24h * atm) < 14

Carbon dioxide permeability Calculated cm³ /(m² * 24h * atm) < 275

ld = longitudinal direction  |  cd = crosswise direction

Technical specifications

Available sizes

PA/PE 20/70

IDEAL FOR: 

VACUUM PACKING MACHINES


